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Specifi caƟ ons
Range.  Warning Discrete TGSI Polyurethane Single Stem
Group. Warning Discrete TGSI
Material. Hard Wearing Australian Made Polyurethane
Substrates. Timber, Concrete, Bitumen, Tiles, Vinyl, Rubber, Carpet
AS Standards. Manufactured to AS/NZS 1428.4 .1 2009

TSA - Colours & Codes.

Test. AS/NZS 4586 - 2004 - APPENDIX D
Type. Oil/Wet Ramp Resistance test
Class Mean Over Acceptance Angle = 25.9
Class. Slip Resistance Assessment Group = R11

Beige. Black. Blue.

TerracoƩ a. Yellow.Grey.
Colours. 20mm ShaŌ .
Beige. WDPL-20S-TSA-BEI
Black. WDPL-20S-TSA-BLK
Blue. WDPL-20S-TSA-BLU
Grey. WDPL-20S-TSA-LGR
TerracoƩ a. WDPL-20S-TSA-WHI
Yellow. WDPL-20S-TSA-YEL

100% Australian Made

Test. AS/NZS 4586 - 2004 - APPENDIX A
Type. Wet Slip Test
Class BriƟ sh Pendulum Number = 56
Class. Classifi caƟ on: = V

Warning Discrete TacƟ le Ground Surface Indicator Polyurethane 20mm Single Stem 


