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COLOUR VARIATIONS

Tactile Systems Australia Warning Discrete TGSI Brass Range are made from non corrosion solid 
Brass.

Their robust construction, longevity and elegant aesthetics made them ideal for busy high traffic 
environments, whilst adding a sense of class to any design.

Tactile Systems Australia products have been independently tested for slip resistance. Please contact us 
for a copy of the report. This product features a P5 slip resistance rating – as tested by a NATA Approved 
Laboratory.
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STANDARD

P5 SLIP RATING NATA 
APPROVED LAB

10 YEAR PRODUCT 
WARRANTY

INSTALLATION SERVICE
AVAILABLE

Warning Discrete TGSI
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SPECIFICATION    13mm Stem

Brass WDBR-13S-TSA

SPECIFICATION    13mm Stem

Brass WDBR-FB-TSA

REQUIRES 45% 
LUMINANCE CONTRAST
Testing Services Available

SUITABLE SUBSTRATES

Tiles Carpet Bitumen

Timber Rubber Concrete

Vinyl Pavers Exp Aggregate

SPECIFICATION    25mm Stem

Brass WDBR-25S-TSA

SPECIFICATION    20mm Pressure Fit

Brass WDBR-20P-TSA

SPECIFICATION    30mm Pressure Fit

Brass WDBR-30P-TSA


